


SPS - 600HP TRIPLEX PUMP

Advantages:

SPS - 600HP Triplex Pump is Capable of Handling Higher and Lower HP Capacity Frac Pump and variable operating speed
Handle various fluid end plunger Size for various output flow and Capable of Handling high pressure output.

Flexibility to match well characteristics and handle water, cement, Acid and sand pumping efficiency during

fracturing operation.

FEATURES AND BENEFITS:

Optimized lubrication system reduces friction between crosshead and crosshead guides. Low operating lube oil
temperatures. High mechanical efficiency.

Robust sealing system to improve leak and thermal stresses effect during harsh high temperature Frac operation in the field.
Meet Contractors demand higher pressure and extended max. Load on crankshaft and increase time to failure.

Utilized in acidizing, cementing, gravel packing and snubbing operations.

SPS- Frac Pump - Built strong for high durability longer life

Designed and built on robust engineering innovations and quality.
Power end Frame Plates designed and built from high strength grade steel alloy yet optimized for light weight.

High quality weldment specifications during manufacturing process and It's free of porosity, other defect and shrinkage.
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INNOVATIVE DESIGN — DENSE, LIGHTWEIGHT, HORMONOCALLY BALANCED AND ALIGNED.
FRAME: DURABLE, ROBUST, REINOFRCED WITH HIGH STRENGTH STEEL STRUCTURE, HEAT TEATED, STRESS RELIEVED

LOW ALLOY STEEL, DESIGNED FOR HIGH DISCHARGE PRESSURE OUTPUT UP TO 15,000 PSI.

CRANKSHAFT - HIGH QUALITY AND DURABLE, ROBUST FORGED AND HEAT TREATED ALLOY STEEL,
BALANCED, MOUNTED TO POWER FRAME WITH 4 ROLLER BEARING, SELF — ALIGNED CYLINDRICAL

ROLLER BEARINGS.

CONNECTING ROD - FORGED AND HEAT TREATED,

LOW ALLOY STEEL. Designed and manufactured with high quality part
to perform rough field operating condition and under continuous load.
No weld allowed for robust durability.
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